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THE DESIGN, INSPECTION, AND CERTIFICATION OF ANY RETAINING WALL SHOWN OR
REFERENCED HEREIN, INCLUDING BUT NOT LIMITED TO, SEGMENTAL RETAINING WALLS, MASS
GRAVITY WALLS, GABION WALLS, ETC., GREATER THAN FORTY-EIGHT INCHES IN HEIGHT, SHALL
BE BY OTHERS. ANY RETAINING WALL DATA SHOWN OR REFERENCED HEREIN SHALL BE ONLY
FOR COORDINATION OF THE WALL LOCATION AND ELEVATIONS.

THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITY PIPES OR STRUCTURES SHOWN
ON THESE DRAWINGS 1S BASED ON A SEARCH OF THE AVAILABLE RECORDS. TO THE BEST OF
OUR KNOWLEDGE THERE ARE NO EXISTING UTILITIES EXCEPT AS SHOWN ON THESE DRAWINGS.
CRAFTON TULL ASSUMES NO RESPONSIBILITY REGARDING THE ACCURACY OF THE DEPICTED
LOCATION(S) OF THE UNDERGROUND FACILITIES ON THESE DRAWINGS. CONTRACTOR IS
RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ANY OTHER FACILITIES NOT SHOWN ON
THESE DRAWINGS. CONTRACTOR SHALL VERIFY LOCATION OF ALL FACILITIES BEFORE
BEGINNING WORK.

IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE CONTRACTOR
WILL BE SOLELY AND COMPLETELY RESPONSIBLE FOR CONDITIONS OF THE JOB SITE
INCLUDING SAFETY OF ALL PERSONS AND PROPERTY DURING PERFORMANCE OF THE WORK.
THIS REQUIREMENT WILL APPLY CONTINUQUSLY AND NOT BE LIMITED TO NORMAL WORKING
HOURS. THE DUTY OF THE ENGINEER TO CONDUCT CONSTRUCTION REVIEW OF THE
CONTRACTOR'S PERFORMANCE IS NOT INTENDED TO INCLUDE REVIEW OF THE ADEQUACY OF
THE CONTRACTOR'S SAFETY MEASURES IN OR NEAR THE CONSTRUCTION SITE.

THIS DOCUMENT AND THE IDEAS AND DESIGNS INCORPORATED HEREIN, AS AN INSTRUMENT
OF PROFESSIONAL SERVICES, IS THE PROPERTY OF CRAFTON, TULL & ASSOCIATES, INC. AND
IS NOT TO BE USED, IN WHOLE OR PART, FOR ANY OTHER PROJECT WITHOUT THE WRITTEN
AUTHORIZATION OF CRAFTON, TULL & ASSOCIATES, INC.

CONTRACTOR SHALL NOT CAUSE ANY LONG-TERM INCONVENIENCE TO THE PUBLIC, ADJACENT
PROPERTY OWNERS, PEDESTRIANS, ETC. DURING CONSTRUCTION OF THIS PROJECT.
CONTRACTOR SHALL PROVIDE ACCESS TO ALL ADJACENT PROPERTIES AT ALL TIMES DURING
CONSTRUCTION.

CONTRACTOR SHALL CONTACT THE ENGINEER FOR CLARIFICATION IF A DISCREPANCY OR
INCONSISTENCY IS IDENTIFIED IN THE PLANS OR SPECIFICATIONS.

CONTRACTOR IS RESPONSIBLE FOR THE DESIGN AND IMPLEMENTATION OF ALL SHEETING,
SHORING, AND SPECIAL EXCAVATION MEASURES REQUIRED ON THE PROJECT WHICH ARE
NECESSARY TO CONFORM TO OSHA, FEDERAL, STATE AND LOCAL REGULATIONS.

CRAFTON TULL & ASSOCIATES, INC. (CTA) HAS NOT BEEN RETAINED BY THE OWNER FOR
CONSTRUCTION ADMINISTRATION OR OBSERVATION SERVICES FOR THE WORK INDICATED ON
THESE DRAWINGS. THEREFORE, CTA HEREBY NOTIFIES ALL PARTIES INVOLVED THAT CRAFTON,
TULL & ASSOCIATES, INC. ASSUMES NO RESPONSIBILITY FOR THE INTERPRETATION,
COORDINATION, OR ADMINISTRATION OF THESE DOCUMENTS AND/OR DEVIATIONS THEREOF.
FURTHERMORE, CRAFTON, TULL & ASSOCIATES, INC. WILL NOT BE RESPONSIBLE FOR ANY
EFFECTS THAT ANY CHANGES TO THESE DOCUMENTS MAY HAVE ON ANY RELATED TRADES,
CONSTRUCTION SEQUENCES, OR OPERATION OF THE COMPLETED PROJECT EXCEPT AS
SPECIFICALLY NOTED IN THE AGREEMENT BETWEEN CRAFTON, TULL & ASSOCIATES AND THE
OWNER.

@jg UTILITY COM PANIES)

WATER

ROGERS WATER UTILITIES
601 S. 2ND ST.

ROGERS, AR 72756
PHONE: (479)621-1142

SANITARY SEWER

ROGERS WATER UTILITIES
601 S. 2ND ST.

ROGERS, AR 72736
PHONE: (479)621-1142

ELECTRIC

AEP—SWEPCO
24 HOUR UNDERGROUND LOCATE

PHONE: (800)482—8998

Arkansas One Call

S~

Know what's below.
Call before you dig.

TELEPHONE

PHONE: (479) 246—1000

SOURCEGAS
1-800-563-0012

CABLE TELEVISION

COX COMMUNICATIONS
PHONE: (888) 216—3523

(<82 PROJECT INFORMATION )

OWNER /DEVELOPER: BCS HOPPER LLC.

P.0. BOX 1628
ROGERS, AR 72756 LOT 4, SCOTTSDALE, PHASE VI, A SUBDIVISION TO THE CITY OF ROGERS, BENTON
. COUNTY, ARKANSAS, AS SHOWN ON PLAT RECORD 2004 AT PAGE 1450 IN THE CIRCUIT
ADDRESS: WEST POPLAR ST. CLERK RECORDS FOR BENTON COUNTY, ARKANSAS.
SITE ENGINEER: CRAFTON, TULL & ASSOCIATES, INC.

DANIEL ELLIS, P.E.

901 N. 47TH ST. SUITE 200

ROGERS, AR 72756
(479) 878-2463

ZONING: C-2

SITE AREA: 1.87 ACRES (81,457.2 SQ. FT.)

(&2 BUILDING SETBACKS )

OVERLAY DISTRICT c=2
FRONT = 75’ FRONT = 65’
REAR = 30' REAR = 15'

EXTERIOR SIDE
INTERIOR SIDE

30° EXTERIOR SIDE = 45’
30° INTERIOR SIDE = 15’

@ PROPERTY DESCRIPTION)

DESCRIPTION PARENT:

DESCRIPTION LOT 4A:

A PART OF LOT 4, SCOTTSDALE, PHASE VI, A SUBDIVISION TO THE CITY OF ROGERS,
BENTON COUNTY, ARKANSAS, AS SHOWN ON PLAT RECORD 2004 AT PAGE 1450 IN THE
CIRCUIT CLERK RECORDS FOR BENTON COUNTY, ARKANSAS, AND BEING MORE
PARTICULARLY DESCRIBED AS FOLLOWS:

BEGINNING AT THE NORTHWEST CORNER OF SAID LOT 4,

THENCE ALONG THE NORTH LINE OF SAID LOT SB7°19'39E A DISTANCE OF 337.03 FEET;

THENCE LEAVING SAID NORTH LINE S02°4021'W A DISTANCE OF 245.68 FEET TO THE
SOUTH LINE OF SAID LOT 4;

THENCE ALONG SAID SOUTH LINE N86°12'00'W A DISTANCE OF 336.88 FEET TO THE
SOUTHWEST CORNER OF SAID LOT 4;

THENCE ALONG THE WEST LINE OF LOT 4 N02°3721E A DISTANCE OF 239.05 FEET TO
THE POINT OF BEGINNING, CONTAINING 1.87 ACRES, MORE OR LESS. SUBJECT TO THE

EASEMENTS AS SHOWN ON PLAT RECORD 2004-1450, PLAT RECORD 2005-1123, AND ALL

EASEMENTS AND/OR RIGHTS OF WAY OF RECORD.

@w@ FLOOD NOTE:)

THIS PROPERTY IS NOT IN FLOOD ZONE “A” OR “AE”, AND IS OUTSIDE THE
100—YEAR FLOOD PLAIN AS SHOWN ON THE NATIONAL FLOOD INSURANCE
PROGRAM’S FIRM PANEL NUMBER 05007C0260 K, EFFECTIVE DATE JUNE 5, 2012.

THE ABOVE STATEMENT IS FOR INFORMATION ONLY AND THIS SURVEYOR
ASSUMES NO LIABILITY FOR THE CORRECTNESS OF THE CITED MAP(S). IN
ADDITION, NO INDEPENDENT STUDY OF THE LIKELIHOOD OF FLOODING OF THE
SURVEYED PROPERTY HAS BEEN DONE BY THE SURVEYOR AND NO OPINION OF
FLOOD HAZARDS IS INCLUDED IN THIS SURVEY. THE FLOOD HAZARD ZONE
BOUNDARIES SHOWN HEREON WERE SCALED FROM THE MAPS CITED AND ARE
NOT THE RESULT OF INDEPENDENT COMPUTATION OR ANALYSIS.

901 N. 47th St., Suite 200
Rogers, Arkansas 72756

Cf;) Crafton Tull

architecture | engineering | surveying

479.636.4838t 479.631.6224 f
www.craftontull.com

CERTIFICATE OF AUTHORIZATION:

CRAFTON, TULL &

ASSOCIATES, INC.

SCOTTSDALE PHASE VI
ADDITIONAL PARKING

ROGERS, ARKANSAS

ey Plan

40th STREET

SE_WALTON BLVD 8 WEST WALNUT STrEET
7 §
. WEST POPLAR|ST, D g
g $ Y
4 .
Py

No. Description Date

This document, and the ideas and designs incorporated herein,
as an instrument of professional service, is the property of
Crafton, Tull & Associates, Inc., and is not to be used, in whole
or in part, for any other project, without the written
authorization of Crafton, Tull & Associates, Inc.
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BASIS OF BEARING: GRID NORTH, ARKANSAS STATE PLANE
COORDINATE SYSTEM, NORTH ZONE, NAD 83 HORIZONTAL
DATUM AND NGVD 29 VERTICAL DATUM DETERMINED BY

GPS OBSERVATION ON THE CITY OF ROGERS CONTROL
MONUMENTS USING THEIR PUBLISHED VALUES.

CERTIFICATE OF AUTHORIZATION:

CONTROL POINT TABLE

POINT # | NORTHING | EASTING | ELEVATION | DESCRIPTION

10 734557.52 | 671078.43 | 1302.55 TEMPORARY CONTROL POINT 5/8RBR W BLUE CAP

12 734876.96 | 671313.51 | 1303.31 TEMPORARY CONTROL POINT MAG IN WASHER
NOTE:

ONLY THE CONTROL POINTS, COORDINATE VALUES, AND ELEVATIONS
SHOWN ON THIS SHEET SHALL BE USED ON THIS PROJECT.
CRAFTON, TULL & ASSOCIATES SHALL NOT BE RESPONSIBLE FOR
ANY CONSEQUENCES OF USING CONTROL POINTS, COORDINATE
VALUES OR ELEVATIONS ESTABLISHED OR DERIVED FROM OTHER
SOURCES. CRAFTON, TULL & ASSOCIATES, AT ITS SOLE DISCRETION,
MAY ALLOW THE USE OF ALTERNATIVE OR ADDITIONAL CONTROL, BY
A WRITTEN AMENDMENT TO THIS SHEET SEALED BY THE
RESPONSIBLE SURVEYOR. USERS OF THESE CONTROL POINTS SHALL
EXERCISE DUE CARE AND GOOD SURVEYING PRACTICE AND
IMMEDIATELY NOTIFY THE CRAFTON, TULL & ASSOCIATES PROJECT
ENGINEER OF ANY INCONSISTENCIES IN THE OBSERVED COORDINATE
VALUES, ELEVATIONS AND DESCRIPTIONS FOR CONTROL POINTS

SHOWN ON THIS SHEET.

901 N. 47th St., Suite 200

Rogers, Arkansas 72756

c.{g Crafton Tull
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www.craftontull.com
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No. Description Date

This document, and the ideas and designs incorporated herein,
as an instrument of professional service, is the property of
Crafton, Tull & Associates, Inc., and is not to be used, in whole
or in part, for any other project, without the written
authorization of Crafton, Tull & Associates, Inc.
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e | 901 N. 47th St., Suite 200
,J Rogers, Arkansas 72756
| £ LEGEND (CONSTRUCT) £ UTILITY NOTES
- . & & Crafton Tull
|I L: L’ ® architecture | engineering | surveying
479.636.4838t 479.631.6224 f
| SYMBOLS LINEWORK 1. THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN www.craffontull.com
EXISTING BUILDING - ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY
1904.50 FRE K | o SET IRON PIN EASEMENT COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE CERTIFICATE OF AUTHORIZATION:
208 SOUTH PROMENADE BLVD. | * LIGHT POLE FIELD. THE INFORMATION IS NOT TO BE RELIED UPON AS BEING
| EXACT OR COMPLETE. THE CONTRACTOR MUST CONTACT THE
| L) POWER POLE CURB APPROPRIATE UTILITY COMPANIES AT LEAST 72 HOURS BEFORE ANY S/ CRAFTON, TULL &
! '_| [ TELEPHONE PEDESTAL SS EXCAVATION TO REQUEST EXACT FIELD LOCATION OF EXISTING ASSOCIATES, INC.
| N TV PEDESTAL SANITARY SEWER LINE UTILITIES WITHIN THE WORK ZONE. ,
| 2. CONTRACTOR SHALL NOTIFY THE UTILITY AUTHORITIES' INSPECTORS
| ® MANHOLE xS LN G 72 HOURS BEFORE CONNECTING TO ANY EXISTING FACILITIES.
CONTRACTOR SHALL COORDINATE AND SCHEDULE
° SANITARY SEWER CLEANOUT
f w TIE-INS/CONNECTIONS WITH ALL UTILITY COMPANIES.
A GAS METER WATER LINE 3. ALL UNDERGROUND LINES SHALL BE INSTALLED, INSPECTED, AND
1 STORM SEWER PIPE UGT APPROVED PRIOR TO BACKFILLING.
T SRUCTRE NG UNDERGROUND TELEPHONE " CODES mib/on UNLIY CONPANIES SHALL B PERFORVED PRIGR 10
> WATER VALVE UNDERGROUND ELLE’gTiIC ¥ ANNOUNCED BUILDING POSSESSION AND THE FINAL CONNECTION OF
ore FIRE HYDRANT ASSEMBLY SERVICE.
- AR RELEASE VALVE OHE A 5. GENERAL CONTRACTOR IS TO COORDINATE WITH APPROPRIATE
OVERHEAD ELECTRIC UTILITY COMPANIES PRIOR TO CONSTRUCTION, ADJUSTMENT, OR
& FIRE DEPARTMENT CONNECTION UGTV RELOCATION OF EXISTING UTILITIES.
® WATER METER UNDERGROUND TELEVISION 6. THRUST BLOCKING SHALL BE PROVIDED AT ALL BENDS, TEES, AND
FIRE HYDRANTS.
0000000 A REDUCER OHTV OHTV 7. DIMENSIONS SHOWN ARE TO CENTERLINE OF PIPE OR FITTING.
EXISTING BUILDING — CIRCULAR DROP INLET OVERHEAD TELEVISION 8. MINIMUM HORIZONTAL SEPARATION BETWEEN WATERLINES AND
1304.30 F.F.E. | RE-STRIPE TO ADD FOUR 7 e\ ’ SANITARY/STORM SEWERS SHALL BE AT LEAST TEN FEET. WHERE
210 SOUTH PROMENADE BLVD. ADDITIONAL H.C \ ) GRATED INLET OR JUNCTION RIGHT OF WAY
| PARKING STALLS = BOX (SPECIFY ON PLAN —— 0E PLACED. ABOVE THE SEWER, WA A MIOAUN VERGA e
SHEED) PROPERTY LINE SEPARATION, OUTSIDE-TO-OUTSIDE, OF 18”. IF IT IS NOT POSSIBLE m
| TO CONFORM TO THESE DIMENSIONS OR DEFINED PLACEMENT, THE
WATERLINE SHALL BE ENCASED IN WATERTIGHT PIPE WITH SEALED
\ WATERTIGHT ENDS EXTENDING AT LEAST TEN FEET EITHER SIDE OF
THE CROSSING. GRAPHIC SCALE IN FEET
1/ 9. THE CONTRACTOR SHALL INCLUDE IN THE BID PRICE ALL MATERIAL 5—
J ‘ AND LABOR ASSOCIATED WITH THE TESTING OF THE WATER AND 5 3 2
J ‘ SEWER LINES REQUIRED BY THE LOCAL AND/OR STATE AGENCIES.
i & 10.  TOPS OF EXISTING MANHOLES SHALL BE RAISED AS NECESSARY TO
BE FLUSH WITH PROPOSED PAVEMENT ELEVATIONS, AND MANHOLES IN
; = s @@ LEGEND (EX|STING)) UNPAVED AREAS TO BE 1" ABOVE FINISHED GROUND ELEVATIONS
e [ /7 WITH WATER TIGHT LIDS.
1 sgs L R e A ne s o 1
- CONSTRUCT 84.98" 12.  REFER TO BUILDING PLANS FOR SITE LIGHTING AND ELECTRICAL
b / { CONDUIT 8 CURB ol o FOUND IRON PIN EASEMENT PLAN. SCOTTSDALE PHASE VI
= _~Lm\ - ] ’ 13.  ALL MATERIALS, CONSTRUCTION, AND INSPECTION FOR WATER AND
, X T il P —— —— L {g'o" WHITE PREFORMED THERMOPLASTIC S LIGHT POLE c==———=—================:= SANITARY SEWER LINES SHALL BE PER THE SPECIFICATIONS OF THE ADDITIONAL PARKING
B g UL L ) BARS WITH A 2’ SPACING BETWEEN Q POWER POLE CURB APPROPRIATE AGENCY.
7 ] M —— gy \[ DARS WIH A Z SPACING - . LEPHONE PEDESTAL - - 14, THE CONTRACTOR SHALL COORDINATE WITH THE FIRE DEPARTMENT ROGERS, ARKANSAS
S L &W—ro — SANITARY SEWER LINE AND THE WATER COMPANY TO PLAN PROPOSED IMPROVEMENTS TO
L
& o) N TV PEDESTAL — G G c— THE WATER MAINS AND TO ENSURE ADEQUATE FIRE PROTECTION IS
\J‘V\ .5 o MANHOLE GAS LINE CONSTANTLY AVAILABLE TO THE SITE THROUGHOUT THE PROJECT.
SS MANHOLE NS 2 - % i W " CONTRACTOR WILL BE RESPONSIBLE FOR ARRANGING ANY REQUIRED
LID 1300.47 N ry iy I Ol o SANITARY SEWER CLEANOUT WATER MAIN SHUT-OFFS WITH THE WATER COMPANY DURING
N 12" PVC 1290.27 —— S e\ ul Ty o XSRS CONCRETE = i A GAS VETER WATER LINE (SPECIFY SIZE & TYPE) CONSTRUCTION. ALL COSTS ASSOCIATED WITH WATERMAIN SHUT-OFFS
SE 10" PVC 1290.27 \ \\ 6" WIDE DETECTABLE— no el PAVEMENT . INSTALL PEDESTRIAN CROSSING SIGN UGT WILL BE THE RESPONSIBILITY OF THE CONTRACTOR; NO ADDITIONAL
“\ SIDEWALK WARNING DEVICE 2' WIDE - - = i - _ | >< GAS VALVE UNDERGROUND TELEPHONE COMPENSATION WILL BE PROVIDED.
== . STOP BAR T — T WDE o DaSTe——T - _ _ C=======7  STORM SEWER PIPE UGE I 15.  DAMAGE TO ALL EXISTING FACILITIES DESIGNATED TO REMAIN WILL fey Pian
T i e e SOt = ' STOP BAR CURB. AND GUTTER7 WEST POPLAR STREET - e WATER VALVE UNDERGROUND ELECTRIC BE REPLACED AT CONTRACTOR'S EXPENSE. E
B - e R o R O Ml ohe i 16. CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT g
) )’\‘Viv\\g Ss__ T e T W S O FIRE HYDRANT ASSEMBLY OVERHEAD ELECTRIC LOCATIONS AND DIMENSIONS OF VESTIBULES, SLOPE PAVING,
10 RINS1301 44 N S P O PARKING Ston®  INSTALL 12— . CONCRETE PAVEMENT o WATER METER UGTV UGTV DIVENSIONS, AND EXACT UTILITY ENTRANGE LOGATIONS. s ol (/8
= . \ y .
£=1290.70 (10" PVC E) - _—— >10 [—————YC CONDUIT ew— < SPRINKLER HEAD UNDERGROUND TELEVISION 17.  GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TAP AND TIE 5 ¥EST WALNUT)STReET :
( o EX. S MANHOLE — - R R3O0 S D ELECTRIC PEDESTAL Sy Sy ON FEES REQUIRED AS WELL AS COSTS OF UNDERGROUND SERVICE
TOP RIM=1302.90 3 25' B/B Tt OVERHEAD TELEVISION CONNECTIONS TO THE BUILDING. :
( EZ130119 (107 PVC 1) + o [ @ - ¥ DROP INLET 18.  GENERAL CONTRACTOR SHALL PROVIDE ALL CONDUITS AS SHOWN ON
=1out e _ R Radll THE PLANS, VERIFY LOCATION OF UTILITY TIE-INS, AND PROVIDE WEST POPLAR ST
| st 5 o/ [ oy EXISTING FIRE HYDRANT SRR RIGHT OF WAY NYLON PULL CORDS INSIDE THE CONDUIT. N . g
INSTALL 1-2" PVC | o - PROPQOSED IRRIGATION 19. THE CONTRACTOR SHALL INCLUDE IN BID PRICE THE DAILY RECORD § E %,
= & METER KEEPING OF THE RECORD CONDITION OF ALL OF THE UNDERGROUND g § @
| CONDUIT | UTILITIES, CONSTRUCTION STAKE-OUT, PREPARATION OF THE P %
/ﬁ INSTALL CITY STANDARD NECESSARY/REQUIRED WATER AND SEWER RECORD DRAWINGS TO BE o,
w_—T M . /2
l INSTALL 2-3 & . ﬂ STREET LIGHT SFE SHEET C=101 FOR LANDSCAPING gggmllgzom [l)\NRD n_%\Ls é)T(I)-IIERB é:g(s){?MATION REQUIRED FOR OBTAINING
| PVC CONDUIT | NS PLAN INCLUDING STREET TREES. " mp— —
CAUTION!! | |
EXISTING GAS LINE 2" ACHM SURFACE COURSE
DO NOT DISTURB EXISTING POND "
—— MU 5" AGGREGATE BASE COURSE
) / | » A ,A L = A
| — 12 PcooNe. - . ‘Q\
[ : PONN
| EXISTING DRAINAGE I N NI T 2
1. THE SUBGRADE UNDER PAVEMENTS SHALL BE PREPARED IN ACCORDANCE WITH THE CONTRACT UGG
EASEMENT SANANCAN NN
l ‘ SPECIFICATIONS. COMPACTED SUBGRADE
| 2. AFTER PROOF ROLLING WITH A LOADED TANDEM AXLE DUMP TRUCK AND PREPARING DEEP SUBGRADE REGULAR DUTY
( DEFICIENCIES, THE ENTIRE SUBGRADE SHOULD BE SCARIFIED TO A DEPTH OF 8" AND UNIFORMLY ASPHALT PAVING e ——————————
I ] I COMPACTED TO AT LEAST 95% OF MODIFIED PROCTOR. This d.oc:ument,tanf thefidgas arlnd de.sign.s itnhcorporatid hferein,
‘ REGULAR DUTY | I 3. AGGREGATE BASE COURSE MIXTURES SHALL CONFORM WITH THE GRADATION, COMPACTION AND OTHER Crafton, Tull & Assorintes, Inc.. and fo mot o be vsnd, iy whole
ASPHALT (TYP.) | | REQUIREMENTS SHOWN IN THE CONTRACT SPECIFICATIONS OR WITH THE LOCAL STANDARD or n part for any othe project,without he writen
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION. o authorization of Crafton, Tull & Associates, Inc.
| 4. ASPHALTIC SURFACE AND BINDER COURSES SHALL CONFORM WITH THE GRADATION, COMPACTION AND Uu 5-1/2" PCC SURFACE COURSE SITE 07y
% OTHER REQUIREMENTS SHOWN IN THE CONTRACT SPECIFICATIONS OR WITH THE LOCAL STANDARD 4" AGCREGATE BASE COURSE PROJECT NO: 15108500 ARKANSAS
I 1 . SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION. | \ \ SSUEDATE_03/03/16 ' e
10 5. PORTLAND CEMENT CONCRETE PAVEMENT SHALL CONFORM WITH THE REQUIREMENTS SHOWN IN THE " PE NON—REINF. conc. |\ CONTACT: _D. ELLIS ' REGISTERED
| ~— CONTRACT SPECIFICATIONS OR WITH THE LOCAL STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE w L ERTRETT MO CHECKED BY: OFESS
- CONSTRUCTION. é !
— 6.  THE CONTRACTOR SHALL APPLY A TACK COAT TO THE FACE OF THE CONCRETE GUTTER WHERE THE / ‘ ISSUED FOR INEER /
GUTTER CONTACTS ASPHALT. A /A\/X/A\/X/»//g//y//g//g//w/ﬂg//g//g CONSTRUCTIO * * * |
No. 11825
; - 94— — COMPACTED SUBGRADE © 2016 Crafton, Tull & Associates, Inc. 04/1// \’\,\(‘o
- = /EL p. €
| REGULAR DUTY 4@ LESS
j CONCRETE_EAVING SITE AND UTILITY PLAN
INSTALL 2-3" PVC CONDUIT INSTALL 1-2" AT ENTRANCES
PVC CONDUIT
PARKING LOT PAVING
TS C-102
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901 N. 47th St., Suite 200
Rogers, Arkansas 72756

24" RCP 1298.58

FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT
OR COMPLETE. THE CONTRACTOR MUST CONTACT THE APPROPRIATE

, N | ——— | |
5 J |
| | | |
(I ' i @
i ) GRADING AND DRAINAGE NOTES) Crafton Tull
‘I EHQI:: I ’ ,’ ‘ %® ® architecture | engineering | surveying
I e
| ‘ | 1. THE DESIGN, INSPECTION, AND CERTIFICATION OF ANY RETAINING WALL 9. ALL STORM SEWER MANHOLES IN PAVED AREAS SHALL BE FLUSH WITH 479.636.48381 479.631.6224 f
i EXISTING BUILDING | ‘ SHOWN OR REFERENCED HEREIN, INCLUDING BUT NOT LIMITED TO, THE PAVEMENT AND SHALL HAVE TRAFFIC BEARING RINGS AND COVERS. www.craffontull.com
I 18,000 SF. E SEGMENTAL RETAINING WALLS, MASS GRAVITY WALLS, GABION WALLS, MANHOLES IN UNPAVED AREAS SHALL BE 1" ABOVE FINISH GRADE. .
u’ u’ ‘ 1304.30 F.F.E. ‘ ETC., GREATER THAN FORTY—EIGHT INCHES IN HEIGHT, SHALL BE BY LIDS SHALL BE LABELED PER JURISDICTIONAL SPECIFICATIONS.
,’ { 208 SOUTH PROMENADE BLVD ’ OTHERS. ANY RETAINING WALL DATA SHOWN OR REFERENCED HEREIN 10. SITE GRADING SHALL NOT PROCEED UNTIL APPROPRIATE EROSION AND E
N / ' | SHALL BE FOR COORDINATION OF THE WALL LOCATION AND ELEVATIONS SEDIMENT CONTROL MEASURES HAVE BEEN INSTALLED. THE
T | ONLY. CONTRACTOR SHALL ADHERE TO ALL TERMS AND CONDITIONS AS e e e
( A [l 2. THE OWNER/CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR OUTLINED IN THE GENERAL NPDES PERMIT AND THE SWPPP FOR S
. ( OBTAINING AND PROVIDING SEPARATE AND INDEPENDENT RETAINING STORMWATER DISCHARGE ASSOCIATED WITH CONSTRUCTION ACTIVITIES.
, WALL DESIGNS, INSPECTIONS, AND CERTIFICATIONS BY A REGISTERED 11. ALL UNSURFACED AREAS DISTURBED BY GRADING OPERATION SHALL
-_— [ PROFESSIONAL ENGINEER OTHER THAN CRAFTON TULL. THIS SHALL RECEIVE 4 INCHES OF TOPSOIL TO FINAL GRADE. REFER TO THE
( ALSO APPLY TO ANY ASSOCIATED AND NECESSARY PUBLIC SAFETY LANDSCAPE PLAN.
, DEVICES INCLUDING, BUT NOT LIMITED TO, PEDESTRIAN SAFETY RAILS. 12. TOPOGRAPHIC INFORMATION TAKEN FROM A TOPOGRAPHIC SURVEY BY
STORM INLET 3. THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN LAND SURVEYORS. IF CONTRACTOR DOES NOT ACCEPT EXISTING
1D 130313 ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY TOPOGRAPHY AS SHOWN ON PLANS, CONTACT ENGINEER IMMEDIATELY.
COMPANIES, AND WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE 13. THE CONTRACTOR SHALL ASSURE POSITIVE DRAINAGE AWAY FROM
BUILDINGS FOR ALL NATURAL AND PAVED AREAS THROUGHOUT ALL

PHASES OF CONSTRUCTION.
14. CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT

\ ‘ ‘
I
7z ( UTILITY COMPANIES AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO
¥ | REQUEST EXACT FIELD LOCATION OF EXISTING UTILITIES ON SITE OR IN LOCATIONS AND DIMENSIONS OF VESTIBULES, SLOPE PAVING,
R | [] RIGHT-OF—WAY. ALL UTILITIES MUST BE LOCATED PRIOR TO GRADING g{a%%gss EZ% Egig#EShLRTUYCIE Nt}g%sckpieg&%sosglwmc
) START. :
A | l 4. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH THE PROJECT 15. THE EARTHWORK FOR ALL BUILDING FOUNDATIONS AND SLABS SHALL BE
¥ ‘ im ) SPECIFICATIONS. IN ACCORDANCE WITH ARCHITECTURAL BUILDING PLANS AND
i N 5. ALL CUT OR FILL SLOPES SHALL BE A MAX 3:1 SLOPE OR FLATTER SPECIFICATIONS.
B | B EXISTING BUILDING UNLESS OTHERWISE NOTED. 16. EXISTING DRAINAGE STRUCTURES TO BE INSPECTED AND REPAIRED AS
Y — 11970 F / srow/ INLET 6. IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING NEEDED, AND EXISTING PIPES TO BE CLEANED OUT TO REMOVE ALL
=) ( — 1304.30 FFE. 1D 1303.08 CONSTRUCTION, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO SILT AND DEBRIS.
' - 210 SOUTH PROMENADE BLVD ( 04” REP 1297 60 REPAIR AND/OR REPLACE THE EXISTING STRUCTURE AS NECESSARY TO 17. ﬁggggéggRTgH:sLsLuQEJ/J\SEM%%%OIEI ;E%SX(I:%B% U%?JVSEN:;%ATD EAS m
' RETURN IT T0 EXISTING CONDITION OR BETTER. -
] [ 7. ALL STORM SEWER PIPE CONNECTIONS TO STRUCTURES SHALL BE 18. CONTRACTOR SHALL MAINTAIN ALL EXISTING PARKING, SIDEWALKS,
GROUTED TO ASSURE CONNECTION AT STRUCTURE IS WATERTIGHT. ALL DRIVES, ETC. CLEAR AND FREE FROM ANY CONSTRUCTION ACTIVITY
( STORM SEWER STRUCTURES SHALL HAVE A SMOOTH UNIFORM POURED AND/OR MATERIAL TO ENSURE EASY AND SAFE PEDESTRIAN AND
0 MORTAR INVERT FROM INVERT IN TO INVERT OUT. VEHICULAR TRAFFIC TO AND FROM THE SITE. GRAPHIC SCALE IN FEET
8. ALL DRAINAGE STRUCTURES AND STORM SEWER PIPES SHALL MEET 19. ICIZJ (\)Ng& »ﬁETEEA?NI #EE Tﬁgcgggggﬁgl S:JL-ELENTEHE% gggmagrggs?gﬁm 5—
1
30 0 30

I HEAVY DUTY TRAFFIC (H20) LOADING AND BE INSTALLED ACCORDINGLY

WHEN IN PAVED AND TRAFFIC AREAS. REPLACEMENT OF A FRENCH DRAIN SYSTEM.

| @3 LEGEND (EXISTING SYMBOLS))

/ﬂ@

‘ i |
| / STORM INLET | SYMBOLS LINEWORK SCOTTSDALE PHASE VI
I LID 1305.05 e — o — L
, ‘ = —— — — N 247 RCP 1297.73 ‘ C---—---"73 STORM SEWER PIPE CURB ADDITIONAL PARKING
REMOVE STORM INLET EXTENSION L . E== GRATED INLET ROGERS, ARKANSAS
1 AND REPLACE TO MATCH CURB B — = INTERMEDIATE CONTOUR
3(;] DROP INLET INDEX CONTOUR
TC B S
- TC TC
STORM INLET -T'gjszmE:(;:HNGlMA@H EXISTING T
LID 1302.73 : - MATCH EXISTING fey Pian
TR meems (2 LEGEND (CONSTRUCT)) E
307 RCP 17969 WEST POPLAR STREET - - :
SYMBOLS LINEWORK
Al gpy RIP_RAP SLOPE PROTECTION e .:? WEST WALNUT|STREET
- — — — , - G (SEE SIZE THIS SHEET) CURB 3 8
GRADE — MRMLE\J - GRADE BREAK 1206 g
BREAK TC 1303.95 LID 1305.08 _ o o G - K CONTOUR ELEVATIONS INTERMEDIATE CONTOUR
T¢ 130386 TC 1303.91 2{" RCP 1297.23 . BR AK TC 1306.05 T T — — - — STORM DRAIN 1205 9 NEST POPLARIST. D g
Tcni ;033?3755 o W 3K RCP 129793 TC 1305.14 TC 130.22 . INDEX CONTOUR x g
INSTALL 4X4 X TC 1305.80 — — — LIMITS OF DISTURBANCE — — 3 %
SCOUR STOP P/CII0I e 130a07 1C '1304.40 PROPERTY LINE M § 9
¢ TC 1304.71 TC 1304.98 S —— SF WIRE—BACKED SILT FENCE B O%-k
TC 1305.03 XX.X Q)P BLOCK AND AGGREGATE INLET SEDIMENT DEVICE Ty
— — N> DIRECTION OF OVERLAND
FLOW W/ GRADE No. Description Date

STORM INLET . -
LID 1298.48 ’
24" RCP 1295.73 TC 1304.01 \ ¢ 130471 TC 1304.98
| TC 1304.07 ) @IPZ CURB INLET GRAVEL SEDIMENT FILTER
i ORDISZJ([)JSIL\EI&?\JVTI « /TC 1304.35 TC 1304.65 / /-TC XX.XX TOP OF CURB
| SILT FENCE ll N 0 ,\a§’ ~HP XXX HIGH POINT Q)r3 GRATED INLET GRAVEL SEDIMENT FILTER
( R ',‘ / ,~LP XXXX  LOW POINT QP4 SILT FENCE INLET PROTECTION
,I N T — —— — ___ GRADE TC 1306.25
| e/ 130383 BREAK — — A4 LT o ey LIMITS OF DISTURBANCE

Gg’@ SITE STABILIZATION AND CERTIFICATION )

‘U"‘—L'-x\‘_ TC 1305.29 4 _ _ Morciv 4, 2016
e S GRADING AND EROSION CONTROL
PLAN

o C-103

LAYOUT: GRADING AND EROSION CONTROL PLAN , LAST SAVED: ML514, 3/4/2016 8:16:29 AM

l EXISTING DRAINAGE \,
g , EASEMENT ‘ ABk 2
: | %/\/ 2 A7 REMOVE EXCESS SOIL AND GRADE FROM
g l l 0? ! BACK OF CURB TO EXISTING AT 3:1 SI.OPE |
% / l 130333 ] CRAFTON TULL CANNOT CERTIFY THE SITE AS COMPLETE IN ORDER This d.ocument, anf thefide.as aTd de.sign.silcorporated hferein,
. | \ ' TO OBTAIN THE CERTIFICATE OF OCCUPANCY UNTIL ALL Crafton, Tull & Associates, Inc, and s ot to e usec, i whole
1 RE LP/TC 1303.33 DISTURBED AREAS RELATED TO THE CONSTRUCTION OF THE or n part for any othe project,without he writen
| INSTALL 4x4 AR (D LA MR 9P PROJECT, BOTH ONSITE AND OFFSITE, HAVE BEEN STABILIZED PER ' e
5 SCOUR STOP ’ C 130491 1C 1306.05 THE PLANS AND SPECIFICATIONS AND ALL REQUIREMENTS SPELLED . e
5 TC 1304.22 \ 1C 1305.87 PROJECT NO: 15108500 ARKANSAS
: | TC 1303.89 \ )1 habass. T 130486 B OUT IN PERMITS ISSUED BY THE STATE AND LOCAL AUTHORITIES SSUEOATE, 03/0316 N
g N an ’ HAVE BEEN MET. Contact_D.ELLS * k
0 ' I TC 1303 59@ ) CHECKED BY: - REGISTERED
2 - * = 1 1304.53&\ ROFESS
g N TN — L L LI | TC 130394 1¢ 1304.25 75304,53/ TC 1304.85 / ISSUED FOR INEE
1| | e / CONSTRUCTION * x f
5 TC 1304.19 < — — = — No. 11825
% - © 2016 Crafton, Tull & Associates, Inc. 04/1//EL ) E\,\’\%
£ " A_ P.
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NOTES:

1. CONTRACTOR IS ADVISED TO BE CONSCIOUS OF VARIOUS PAVEMENT CROSS
SLOPES, ESPECIALLY AT INTERSECTIONS AND PARKING LOTS.

2. THE CONTRACTOR SHALL APPLY A TACK COAT TO THE FACE OF THE CONCRETE
GUTTER WHERE THE GUTTER CONTACTS ASPHALT.

3. CONCRETE FOR CURB AND GUTTER TO BE CLASS A, 3500 PSI, 5.5 BAG MIX
WITH 5-87% AIR ENTRAINMENT.

4, ALL CURB AND GUTTER SHALL HAVE A BROOMED FINISH UNLESS OTHERWISE
SPECIFIED.

5. SAW CUT JOINTS AT 15’ O.C. SEAL WITH ONE PART COLD APPLIED SILICONE
JOINT SEALER OR OTHER APPROVED SEALANT. ALL JOINTS TO BE SEALED PRIOR TO
FINAL ASPHALT PLACEMENT.

6. PROVIDE 1/2" PREFORMED EXPANSION JOINT MATERIAL (ASPHALT IMPREGNATED
FIBERBOARD OR OTHER APPROVED MATERIAL) AT STATIONARY STRUCTURES, (DROP
INLETS, END OF CURBS, DRIVEWAYS — SEE DETAIL) OR AS DIRECTED BY ENGINEER.

NOTICE TO CONTRACTOR: 2" 4" PAVEMENT AND
GUTTER PAN SLOPE TO MATCH - GUTTER SLOPE
PAVEMENT CROSS SLOPE PROJECTED TO

BACK OF CURB

7R —
PAVEMENT sL.opg kol | AsPHALT PWT.: 12"
— -V /I 5/ itk
PAVEMENT SLOPE ~ QTR PAN - ] ™ PLUS 6" MIN.
NORMAL GUTTER—"] .~ PIVOT POINT

REVERSE GUTTER—/L — ————————

NOTES:

1. LETTERS, NUMBERS AND ARROWS FOR DRIVEWAYS, PARKING LOTS
AND STREETS SHALL BE APPLIED ACCORDING TO REQUIREMENTS
AS OUTLINED IN THE MANUAL ON UNIFORM TRAFFIC CONTROL

DEVICES FOR STREETS AND HIGHWAYS.

2. PAVEMENT MARKINGS TO BE REFLECTIVE WHITE PAINT OR
THERMOPLASTIC AS INDICATED IN THE PLANS.

PERPENDICULAR TRAVEL LANE

=
2
=
—
=
—
=
13

7
<

.

\

NI
DTN

\
A

DA

EDGE OF PAVEMENT OR FACE OF CURB N\

- 27-0" _ 10
B SEE PLAN a
" STOP_BAR
Verify that there will be NTS_
adequate room to
provide arm ADA
compliant ramp at this VP
location as shown. STRIPE (TYP.) 4 F ﬂ
WIDE PAINTED S C /
STRIPING DIMENSIONS A V4 Vi / A
ANGLE TYPE WIDTH CURB LENGTH ONE—WAY TWO—WAY STALL DEPJH // / A /
(A) (N FT.) (N FT.) AISLE WIDTH AISLE WIDTH (IN FT.) / / yay * NOTE: DIMENSIONS
®) () (N FT.) (IN FT.) ) Vi / / E SHOWN ON PLAN SHALL
)] D) F Vi Vi V4 GOVERN.
0° STANDARD 8 225 12 24 8 5 —7 /= B
PARALLEL COMPACT 7.5 19.5 12 24 7.5 V4
30° STANDARD 9 18 12 24 17 Kl / / // i |
COMPACT 7.5 15 12 24 14 ¢ f ¢ STRIPE (TYP.) 4"
. WIDE PAINTED,
45 STANDARD 9 12,5 12 24 19 TYPICALLY WHITE.
COMPACT 7.5 10.5 12 24 16
60° STANDARD 9 10.5 18 24 20 B D
COMPACT N5 8.5 15 24 16.5
90° STANDARD 9 9 2 24 !0 -9 19 STRIPE (TYP.) 4"
COMPACT // 7.5 7.5 2;\ 24 15 ! WIDE PAINTED,
‘ ‘ 7 \ \)\ N TYPICALLY WHITE.
NOTES: A A
\ \
1. LETTERS, NUMBERS AND ARROWS FOR ~=y 3 B =
DRIVEWAYS, PARKING LOTS AND STREETS \ \
SHALL BE APPLIED ACCORDING TO \ \ \ =
MANUAL ON UNIFORM TRAFFIC CONTROL : : A\ A\ AN
distance exceeds 5', \ \ \
DEVICES FOR STREETS AND HIG o S
2. PAVEMENT MARKINGS ARE TO BE|'PAIRTED € warning devices N\ \ \ _
REFLECTIVE WHITE. MARKINGS SHA[ES&iESpace will need to be placed = ; Anclude street lights and trees as
THERMOPLASTIC IF CALLED FOR [Widita at the back of curb as P ARKING S I ES STRIPE (TYP.) 4" F C { k\ required along Poplar St.
PLANS OR SPECIFICATIONS. shown. LA ATAY AL APAY1EE S04 WIDE PAINTED

NTS

EXPANSION JOINT
OR CONTRACTION
JOINT IF_POURED
Py MONOLITHICALLY
%, WITH THE DRIVEWAY

40’ MAX.
10" MIN.

MATCH EXISTING
OR AS DIRECTED

TAPER CURB FROM 6" AT
BACK OF CURB TO 0" AT
SIDEWALK WITHIN 2 FEET
ALL FOUR CORNERS

ADA COMPLIANT
CAST—-IN—PLACE
DETECTABLE WARNING
DEVICE

RN mﬂfHATCHED AREA IS oo o o o R

4% SIDEWALK (5° TYP.)

—

ERE I T T et T T . T A AR AT R I S R e I

N

CURB RADIl SHALL BE A MINIMUM 30’ MEASURED TO BACK OF CURB

FOR STREETS CLASSIFIED AS COLLECTOR OR BELOW, 40’ FOR MINOR
ARTERIALS AND 50’ FOR MAJOR ARTERIALS.

DRIVEWAY APRON SHALL BE 6" THICK (MIN.).

. REINFORCING BAR OR WIRE SHALL BE INSTALLED IN ALL COMMERCIAL
DRIVEWAYS.

IF THERE IS NO SIDEWALK, THE DRIVEWAY APRON SHALL BE 6’ AS

. EXPANSION JOINTS SHALL BE A MINIMUM OF %" AND EXTEND THE FULL
DEPTH OF THE CONCRETE. EXPANSION JOINT MATERIAL SHALL MEET

AASHTO M213 FOR AN ASPHALTIC FIBER EXPANSION JOINT MATERIAL AND
INSTALLED WITH A ZIP STRIP WHICH IS REMOVED AFTER THE CONCRETE
HAS CURED AND SEALED WITH A MASTIC SEALER. OTHER ALLOWABLE
EXPANSION JOINT MATERIAL ARE 1°x6” OR 2"x6” PRESSURE TREATED
PINE, REDWOOD OR WESTERN RED CEDAR WITH NAILS DRIVEN THROUGH
EACH SIDE TO PREVENT THE BOARD FROM BEING PUSHED OUT OF THE

JOINT.

. CONTRACTION JOINTS TO BE PLACED IN CONCRETE DRIVEWAY SO THAT
NO SLAB DIMENSION IS MORE THAN 15’

. MEASURED PERPENDICULAR FROM BACK OF CURB OR EDGE OF PAVEMENT.

ALL SIDEWALKS AND DRIVEWAYS TO RECEIVE A BROOM FINISH.

. CONTACT THE CITY 24 HOURS PRIOR TO POURING CONCRETE FOR AN 3
INSPECTION OF ALL SIDEWALKS AND DRIVEWAYS IN PUBLIC RIGHT OF WAY.

. ALL CONCRETE FOR CURB, SIDEWALKS AND DRIVEWAYS SHALL BE CLASS
B CONCRETE (3500 PSI, 4—7% AIR ENTRAINED). CONCRETE MAY NOT BE

POURED IF A FALLING AIR TEMPERATURE FALLS BELOW 40° F NOR

RESUMED UNTIL AN ASCENDING AIR TEMPERATURE RISES ABOVE 35° F

WITHOUT SPECIFIC AUTHORITY FROM THE CITY REPRESENTATIVE. ALL
CONCRETE MATERIALS, HANDLING, PLACING, JOINTING, SAMPLING,

FINISHING, AND CURING SHALL BE PER CITY STANDARD SPECIFICATIONS.

. DRIVEWAY APRON AND MODIFIED CURB SHALL BE POURED
MONOLITHICALLY.

. REFER TO APPROVED PLANS FOR ACTUAL SIDEWALK AND GREENSPACE

WIDTHS OR CONTACT CITY.

GREENSPACE (5° TYP.)

GUTTERLINE (NOT A
SAW LINE OR JOINT)

MODIFIED CURB (CAST
MONOLITHICALLY WITH

DRIVEWAY)

EXPANSION JOINT EACH SIDE OF

TO REMOVE EXISTING CURB, A FULL DEPTH SAWCUT
SHALL BE MADE AT CURB AND STREET PAVING

DRIVEWAY

JOINT. ANY DAMAGE TO THE STREET SHALL BE
REPAIRED AT CONTRACTOR'S EXPENSE.
BACK—OF—-CURB ONLY REMOVAL IS ALLOWED AS

AN ALTERNATE, COORDINATE WITH CITY INSPECTOR.

MATCH EXISTING DRIVEWAY.
MAXIMUM SLOPE 107% UNLESS
OTHERWISE APPROVED BY CITY.

5.0’

MODIFIED CURB

5.0’

(TYP.)
SIDEWALK

2% MAX — | 10% MAX—

(TYP.)
GREENSPACE

DRIVEWAY APRON

TOOLED CONTRACTION
OR EXPANSION JOINT

%

6" CLASS 7 AGGREGATE
BASE COMPACTED TO 95%
MODIFIED PROCTOR

PAVEMENT
STRUCTURE

COMMERCIAL DRIVEWAY DETAIL

NOT TO SCALE

JANUARY 8, 2013

FULL DEPTH EXPANSION

JOINTS EVERY 25 FEET (MAX)*

*CONTRACTION JOINT SPACING
SHALL MATCH SIDEWALK WIDTH,
EXPANSION JOINTS SHALL BE
SPACED TO MATCH CONTRACTION
JOINT SPACING.

LAYOUT: DETAILS SHEET , LAST SAVED: ML514, 3/2/2016 4:57:53 PM
LAST PLOTTED BY: MICHAEL LANEY, 3/4/2016 1:50:58 PM ("PLOTTED BY:" VALID ON HARD COPY ONLY)
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PERPENDICULAR TRAVEL LANE

=
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Z
= NOTES:
(=)
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=
©
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=
Y
24" SPACE \ *
12" WHITE STRIPES (PARKING LOTS) | | 48”

24" WHITE STRIPES (STREETS) VIN

WHITE STOP BAR !

24

X

‘¥STOP BAR IS UgED ONLY WHEN A

CROSSWALK GEOMETRY CONTROLLED "STOP" OR SIGNALED
CONDITION EXIST (NOT MID—BLOCK

CROSSINGS). A PEDESTRIAN CROSSING
SIGN IS NOT REQUIRED AT CONTROLLED

STREET INTERSECTIONS.

1. LETTERS, NUMBERS AND ARROWS FOR DRIVEWAYS, PARKING LOTS

SEE STRIPING PLAN AND STREETS SHALL BE APPLIED ACCORDING TO REQUIREMENTS
AS OUTLINED IN THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES FOR STREETS AND HIGHWAYS.

2. PAVEMENT MARKINGS TO BE REFLECTIVE WHITE PAINT OR
THERMOPLASTIC AS INDICATED IN THE PLANS.

MID—BLOCK %
PEDESTRIAN

CROSSING T W11-2

W16-7P

N

[

<,‘:;j NON—CONTROLLED /
— E THROUGH TRAFFIC

[

-

[

W16-7P

Wi1-2

CROSSWALK MARKINGS

NON—CONTROLLED
MID—BLOCK
PEDESTRIAN CROSSING
NO STOP BARS

-—

& 4N

CONTRACTION JOINT (TYP)

4" PORTLAND CEMENT
CONCRETE (6" AT DRIVEWAYS)

5.0' (TYP.) 5.0° (TYP.)
GREENSPACE SIDEWALK
— 2% TYP — 2% MAX

ALL SIDEWALKS SHALL HAVE A MAXIMUM 2.0% CROSS SLOPE.
ALL SIDEWALKS SHALL RECEIVE A BROOM FINISH.
ALL SIDEWALK EDGES SHALL HAVE A %® RADIUS EDGE.

6" BEYOND SIDEWALK ‘J

CONCRETE MAY NOT BE POURED IF A FALLING AIR TEMPERATURE
FALLS BELOW 40° F NOR RESUMED UNTIL AN ASCENDING AIR
TEMPERATURE RISES ABOVE 35° F WITHOUT SPECIFIC AUTHORITY
FROM THE CITY REPRESENTATIVE. ALL CONCRETE MATERIALS,
HANDLING, PLACING, JOINTING, SAMPLING, FINISHING AND CURING
SHALL BE PER CITY STANDARD SPECIFICATIONS.

EXPANSION JOINTS SHALL BE A MINIMUM OF 35" AND EXTEND THE

" FULL DEPTH OF THE CONCRETE.

EXPANSION JOINT MATERIAL SHALL

MEET AASHTO M213 FOR AN ASPHALTIC FIBER EXPANSION JOINT
MATERIAL AND BE INSTALLED WITH A ZIP STRIP WHICH IS REMOVED
AFTER THE CONCRETE HAS CURED AND SEALED WITH A MASTIC
SEALER. OTHER ALLOWABLE EXPANSION JOINT MATERIAL ARE 1"x4”
OR 2"x4” PRESSURE TREATED PINE, REDWOOD OR WESTERN RED
CEDAR WITH NAILS DRIVEN THROUGH EACH SIDE TO PREVENT THE
BOARD FROM BEING PUSHED OUT OF THE JOINT.

CONTRACTION JOINTS SHALL BE PLACED AT 5 FOOT INTERVALS.*

. WHEN PLACING SIDEWALK AGAINST AN EXISTING CONCRETE
STRUCTURE WHERE IT IS DESIRABLE THAT THE SIDEWALK REMAIN

FLUSH, THE SIDEWALK SHALL BE DOWELED INTO THE STRUCTURE.

ALL SIDEWALK BASE SHALL BE PLACED ON FIRM, STABLE SUBGRADE.
CONTACT THE CITY 24 HOURS PRIOR TO POURING CONCRETE FOR AN

" INSPECTION.

. CONTACT CITY FOR ACTUAL GREENSPACE AND SIDEWALK WIDTHS
REQUIRED PRIOR TO BEGINNING OF CONSTRUCTION.

. SIDEWALK AND GREENSPACE WIDTH MAY BE VARIED TO MATCH

EXISTING FEATURES IF APPROVED BY THE PLANNING STAFF.

TYPICAL SIDEWALK DETAILS

\

ALL CONCRETE SHALL BE CLASS B (3500 PSI, 4—7% AIR ENTRAINED).

4" COMPACTED BASE
(CLASS 7 AGGREGATE OR

SCREENINGS)

SUBGRADE BENEATH
SIDEWALK SHALL BE STABLE
AND FIRM WITH ORGANIC
MATERIALS REMOVED.

CONNECTION TO CONCRETE STRUCTURES

F EXPANSION JOINT

S SDEWALK 2

) )

2.0°

PROPOSED
CONCRETE
STRUCTURE

/7 EXPANSION JOINT

%"¢ DRILLED +
HOLE, %"
LONGER
THAN BAR

*DOWELS SHALL BE SPACED

AT 6” MIN., 16" MAX.

s SIDEWALK 5

]

t A a

%°8, 2—3" (TYP)
SMOOTH DOWEL OR
REBAR CAST IN
PLACE WITH SIDEWALK

EXISTING
CONCRETE
STRUCTURE

NOT TO SCALE

JANUARY 8, 2013

é‘.‘g Crafton Tull

architecture | engineering | surveying
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ljobe
Length Measurement
6'-3"

ljobe
Polygon

ljobe
Callout
In places where this distance exceeds 5', the warning devices will need to be placed at the back of curb as shown.

ljobe
Arrow

ljobe
Arrow

ljobe
Arrow

ljobe
Text Box
Include street lights and trees as required along Poplar St.

ljobe
Callout
Label greenspace width

ljobe
Callout
Verify that there will be adequate room to provide an ADA compliant ramp at this location as shown.
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PHASE [

1.

INSTALL STABILIZED CONSTRUCTION ENTRANCES/EXITS.

2. PREPARE TEMPORARY PARKING AND STORAGE AREAS. UPON IMPLEMENTATION AND
INSTALLATION OF THE FOLLOWING: TRAILER, PARKING, LAY DOWN, PORTA-POTTY,
WHEEL WASH, CONCRETE WASH-OUT, MASON'S AREA, FUEL AND MATERIAL STORAGE
CONTAINERS, SOLID WASTE CONTAINERS, ETC., DENOTE THEM ON THE SITE MAPS
IMMEDIATELY AND NOTE ANY CHANGES IN THE LOCATIONS AS THEY OCCUR
THROUGHOUT THE CONSTRUCTION PROCESS.

3. CONSTRUCT THE SILT FENCES ON THE SITE.

4. CONSTRUCT THE SEDIMENTATION AND SEDIMENT TRAP BASINS.

3. HALT ALL ACTIVITIES AND CONTACT THE CIVIL ENGINEER CONSULTANT TO PERFORM
INSPECTION OF BMPs. GENERAL CONTRACTOR SHALL SCHEDULE AND CONDUCT STORM
WATER PRE—CONSTRUCTION MEETING WITH ENGINEER AND ALL GROUND-DISTRURBING
CONTRACTORS BEFORE PROCEEDING WITH CONSTRUCTION.

6. CLEAR AND GRUB THE SITE.

7. START CONSTRUCTION OF THE BUILDING PAD AND STRUCTURES.

8. BEGIN GRADING THE SITE.

PHASE 11

1. TEMPORARILY SEED DENUDED AREAS.

2. INSTALL UTILITIES, UNDERDRAINS, STORM SEWERS, CURBS AND GUTTERS.

3. INSTALL RIP-RAP AROUND OUT STRUCTURES.

4. INSTALL INLET PROTECTION AROUND ALL STORM SEWER STRUCTURES.

5. PREPARE SITE FOR PAVING.

6. PAVE SITE.

7. INSTALL INLET PROTECTION DEVICES.

8. COMPLETE GRADING AND INSTALL PERMANENT SEEDING AND PLANTING.

9. REMOVE ALL TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES IF SITE IS

STABILIZED.

GENERAL EROSION NOTES:

A

THE STORMWATER POLLUTION PREVENTION PLAN IS COMPRISED OF THIS DRAWING

(SITE MAP), THE STANDARD DETAILS, THE PLAN NARRATIVE, ATTACHMENTS INCLUDED IN
THE SPECIFICATIONS SECTION 312800 (EROSION AND SEDIMENTATION CONTROL), PLUS
THE PERMIT AND ALL SUBSEQUENT REPORTS AND RELATED DOCUMENTS.

B.

ALL CONTRACTORS AND SUBCONTRACTORS INVOLVED WITH STORM WATER

POLLUTION PREVENTION SHALL OBTAIN A COPY OF THE STORM WATER POLLUTEBrect the

PREVENTION PLAN (SWPRBYANBI-TH
DISCHARGE ELIMINATIO

C. A
THE SWPPP. ADDITION

ANSAS  NATIONAL POUMTANT ot 1abel

(NPDES PERMIT) AND BEC

HMENT PRACTICES AS REQUIRED BY
CES SHALL BE IMPLEMENTED AS

DICTATED BY CONDITIONS AT NO ADDXJIONAL COST OF OWNER THROUGHOUT ALL PHASES
OF CONSTRUCTION.

D.

BEST MANAGEMENT PRACTICES (BMP) WND CONTROLS SHALL CONFORM TO FEDERAL,

STATE OR LOCAL REQUIREMENTS OR MANUAL QF PRACTICE, AND APPLICABLE
CONTRACTOR SHALL IMPLEMENT ADDITIONAL CONJROLS AS DIRECTED BY THE PERMITTING
AGENCY OR OWNER.

E.

SITE MAP MUST CLEARLY DELINEATE ALL STATENWATERS. PERMITS FOR ANY

CONSTRUCTION ACTIVITY IMPACTING STATE WATERS OR™REGULATED WETLANDS MUST BE
MAINTAINED ON THE SITE AT ALL TIMES.

F.

CONTRACTOR SHALL MINIMIZE CLEARING TO THE MAXIMYM EXTENT PRACTICAL OR

AS REQUIRED BY THE GENERAL PERMIT.

G.

GENERAL CONTRACTOR SHALL DENOTE THE TEMPORARY PARKING AND STORAGE

AREA, AND AREA FOR PORTABLE FACILITIES, OFFICE TRAILERS AND TOINET FACILITIES.

H.
SHALL BE DETAINED AND PROPERLY TREATED OR DISPOSED.

L

SHALL BE MAINTAINED ON SITE OR READILY AVAILABLE TO CONTAIN AND CLEA
FUEL OR CHEMICAL SPILLS AND LEAKS.

J.

ALL WASH WATER (CONCRETE TRUCKS, VEHICLE AND EQUIPMENT CLEANING,\ETC.)
SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND FLOATATION BOO i \‘

DUST ON THE SITE SHALL BE CONTROLLED. THE USE OF MOTOR OILS AND OTHER

PETROLEUM—BASED OR TOXIC LIQUIDS FOR DUST SUPPRESSION OPERATIONS IS
PROHIBITED.

K.

RUBBISH, TRASH, GARBAGE, LITTER OR OTHER SUCH MATERIALS SHALL BE

DEPOSITED INTO SEALED CONTAINERS. MATERIALS SHALL BE PREVENTED FROM BEING
BLOWN OR WASHED OFF-SITE.

L.

ALL STORM WATER POLLUTION PREVENTION MEASURES PRESENTED ON THIS PLAN

AND SWPPP SHALL BE INITIATED AS SOON AS POSSIBLE.

M.

DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS STOPPED

FOR AT LEAST 14 DAYS SHALL BE TEMPORARY SEEDED.

N.

DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS

PERMANENTLY STOPPED SHALL BE PERMANENTLY SEEDED NO LATER THAN 14 DAYS AFTER
THE LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS. REFER TO THE

GRADING PLAN AND/OR LANDSCAPE PLAN.

0.

IF THE ACTION OF VEHICLES TRAVELING OVER THE GRAVEL CONSTRUCTION

SOIL EROSION /SEDIMENTATION CONTROL OPERATION TIME SCHEDULE

NOTE: GENERAL CONTRACTOR TO COMPLETE TABLE WITH THEIR SPECIFIC PROJECT SCHEDULE

CONSTRUCTION SEQUENCE JAN | FEB MAR | APR [MAY|JUN | JUL |AUG | SEP| OCT|NOV | DEC| JAN | FEB | MAR

APR

MAY| JUN

ROUGH GRADE / SEDIMENT CONTROL

TEMPORARY CONTROL MEASURES

STRIP & STOCKPILE TOPSOIL

STORM FACILITIES

TEMPORARY CONSTRUCTION ROADS

FOUNDATION / BUILDING CONSTRUCTION

SITE CONSTRUCTION

PERMANENT CONTROL STRUCTURES

FINISH GRADING

LANDSCAPING/SEED /FINAL STABILIZATION

DEVELOPER/OWNERZ
ACREAGE SUM MARY ENTER DEVELOPER INFORMATION
IMPERVIOUS AREA | 0.815 ACRE
SEEDED AREA 0.226 ACRE
TOTAL DISTURBED | 1.041 ACRE SITE OPERATOR /GENERAL CONTRACTOR:

SUPERINTENDENT:

1. IF THE ACTION OF VEHICLES TRAVELING OVER
THE GRAVEL CONSTRUCTION ENTRANCE/EXIT IS NOT
SUFFICIENT TO REMOVE THE MAJORITY OF DIRT OR MUD,
THEN THE TIRES MUST BE WASHED BEFORE THE
VEHICLES EXIT ONTO THE PUBLIC ROADS. IF WASHING
IS USED, PROVISIONS MUST BE MADE TO INTERCEPT
THE WASH WATER AND TRAP THE SEDIMENT BEFORE IT
IS CARRIED OFF SITE.

2. ALL MATERIALS SPILLED, DROPPED, WASHED OR
TRACKED FROM VEHICLES ONTO ROADWAYS OR INTO
STORM DRAINS MUST BE REMOVED IMMEDIATELY.

3. LENGTH AND WIDTH TO SUIT SITE, CONSTRUCTION
TRAFFIC AND EFFECTIVENESS.

<L
>
«Q’?g/\%«
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S AL SISO
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NTRANCE)

m

X
STABILIZED CONSTRUCTION EXIT (
NTS

PROVIDE CONTINUOUS RAISED
PERIMETER STRUCTURE/BARRIOR
(SUCH AS STRAW BALES OR 2X12s)
AND PROVIDE ADEQUATE MEANS TO
SECURE TO GROUND.

CONTINUOUS 6 MIL POLYETHYLENE
(NO LAPS OR SEAMS)

POLYETHYLENE

Verify that the off-site
CONCRETE WASH=“OUP"BRSIN
NTS

K_originally intended. Clarify

haowucthe futire dovelaonod
T

PROVIDE ADEQUATE
MEANS TO SECURE

flows from the east will be
conveyed through this site.

ENTRANCE /EXIT IS NOT SUFFICIENT TO REMOVE THE MAJORITY OF DIRT OR MUD, THEN
THE TIRES MUST BE WASHED BEFORE THE VEHICLES EXIT ONTO THE PUBLIC ROADS. IF
WASHING IS USED, PROVISIONS MUST BE MADE TO INTERCEPT THE WASH WATER AND
TRAP THE SEDIMENT BEFORE IT IS CARRIED OFF-SITE.

P.  ALL MATERIALS SPILLED, DROPPED, WASHED OR TRACKED FROM VEHICLES ONTO
ROADWAYS OR INTO STORM DRAINS MUST BE REMOVED IMMEDIATELY.

Q.  CONTRACTORS OR SUBCONTRACTORS WILL BE RESPONSIBLE FOR REMOVING
SEDIMENT IN THE DETENTION POND AND ANY SEDIMENT THAT MAY HAVE COLLECTED IN
THE STORM SEWER DRAINAGE SYSTEMS IN CONJUNCTION WITH THE STABILIZATION OF
THE SITE.

R.  ON-SITE AND OFF-SITE STOCKPILE AND BORROW AREAS SHALL BE PROTECTED
FROM EROSION AND SEDIMENTATION THROUGH IMPLEMENTATION OF BEST MANAGEMENT
PRACTICES. STOCKPILE AND BORROW AREA LOCATIONS SHALL BE NOTED ON THE SITE
MAP AND PERMITTED IN ACCORDANCE WITH THE GENERAL PERMIT.

S.  SLOPES SHALL BE LEFT IN A ROUGHENED CONDITION DURING THE GRADING PHASE
TO REDUCE RUNOFF VELOCITIES AND EROQSION.

T.  DUE TO THE GRADE CHANGES DURING THE DEVELOPMENT OF THE PROJECT, THE
CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING THE EROSION CONTROL MEASURES
(SILT FENCES, STRAW BALES, ETC.) TO PREVENT EROSION.

U.  ALL CONSTRUCTION SHALL BE STABILIZED AT THE END OF EACH WORKING DAY.
THIS INCLUDES BACKFILLING OF TRENCHES FOR UTILITY CONSTRUCTION AND PLACEMENT
OF GRAVEL OR BITUMINOUS PAVING FOR ROAD CONSTRUCTION.
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THIS METHOD OF INLET PROTECTION IS APPLICABLE AT CURB
INLETS WHERE PONDING IN FRONT OF THE STRUCTURE IS NOT
LIKELY TO CAUSE INCONVENIENCE OR DAMAGE TO ADJACENT

STRUCTURES AND UNPROTECTED AREAS.

GRAVEL SHALL BE 2-INCH TO 3—INCH CLEAN STONE.

IP2 CURB INLET GRAVEL SEDIMENT FILTER
NTS
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Rogers, Arkansas 72756
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ljobe
Callout
Correct the blacked-out label

ljobe
Callout
Based on the grading and elevations shown, this area appears to hold water.

ljobe
Callout
Verify that the off-site property will sheet flow into this parking lot as originally intended.  Clarify how the future developed flows from the east will be conveyed through this site. 

ljobe
Callout
Provide calculations to verify the flow being directed out of the west driveway.

ljobe
Cloud

ljobe
PolyLine

ljobe
Arrow


